
How does the pilot plant work?

1a |  Multicracker 1 |  Hammer mill 

2 | Mixer 3 |  Sieve/screen

4 | Dosing unit

Multicracker reduces the
particle size of raw materials.

Hammer mill reduces
the particle size of raw materials.

5 |  Conditioner

Mixing to a
homogenious recipe.

Tank with stirring equipment 
and pump to dose liquids into 
the conditioner

Removes course particles to 
avoid obstruction in the extruder.

Mixer for steam and liquids.

The pilot plant of Feed Design Lab offers technological testing, 
production of test feeds, and demonstrations. This factory is a 
compact version of a modern compound feed factory and is flexibly 
constructed. Each part can be used separately, which is convenient 
for both small trials and extensive production tests.

Our feeds are safe and reliable, in accordance with GMP-FSA 
standards. Learn more about the various parts of the pilot plant in 
this brochure.



7 |  RTB

9 | Cutter

10 | Pellet mill

Transport of heated
meal in 5 seconds.

11 |  Dryer

Treatment (s.a. starch gelatinisation) 
with pressure and temperature to pre-
pare the meal before forming. Extru-
der for petfood and aqua, expander for 
compound feed.

Creates a cylinder form out 
of the treated meal.

6 |  Transporting screw

8 | Expander/Extruder

12 |  Cooler 13 |  Basket seeve

14 | Vacuumcoater 15 |Powli

Cooling the pellets coming out 
of the pellet mill or the product 
coming out of the vacuum coater.

Removes the dust, separates the 
product and removes the lumbs.

Adding liquids (and powders) 
with or without the vacuum function.

Dosing unit to add liquids
and powders simultaneously on the pro-
duct into the vacuum coater via 
dispersion.

Information
Do you want more information about the possibilities at 
Feed Design Lab? Please feel free to contact us.

Stayerhofweg 25f 
5861 EJ  Wanssum
E: contact@feeddesignlab.nl 
P: +31 (0)6 -  538 26 611

Rentation time barrel (RTB) retaining 
the temperature to max 500 seconds.

Cutting fruits & vegetables, meat and
fish products. After thisthe liquid is 
dosed by the dosing unit to the
conditioner.

To dry the wet product coming 
out of the extruder.


